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(57) ABSTRACT

Disclosed are an error code conversion method and system, a
Point-to-Point Protocol over Ethernet (PPPoE) server and a
mobile terminal, and the method includes: a PPPoE server
parses a PPPoE error code generated during a dialup process,
converts the PPPoE error code to an extended error code
according to a PPPoE error code conversion rule table pre-
configured on the PPPoE server and transmits the extended
error code to a mobile terminal; the mobile terminal receives
the extended error code, interprets the extended error code
into a plain text according to a PPPoE error code conversion
rule table configured on the mobile terminal in advance and
displays the plain text to a user. The present disclosure
improves capability of a PPPoE server and a terminal for
processing errors, thus making it convenient for the mobile
terminal and an operator to control a PPPoE dialup process
and for a user to surf the Internet through WiFi by rapidly
using PPPoE dialup functionality.
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1
ERROR CODE CONVERSION METHOD AND
SYSTEM, PPPOE SERVER AND MOBILE
TERMINAL

TECHNICAL FIELD

The present disclosure relates to the field of mobile com-
munications, and in particular to an error code conversion
method and system, a Point-to-Point Protocol over Ethernet
(PPPoE) server and a mobile terminal.

BACKGROUND

As the rapid development of mobile communications and
mobile terminals and particularly the popularity of smart
mobile terminals, it becomes one of basic necessities in the
era of smart mobile terminals for people to access WiFi so as
to surf the Internet, browse web pages, download data and
watch online videos. Both WiFi hotspots at home and WiFi
hotspots deployed in shopping malls by operators can only be
accessed after identity authentication ofa subscriber. Regard-
less of a broadband subscriber or a mobile subscriber, the
subscriber generally needs to have an account and a password
by which he/she can access the Internet and use network
services after inputting them. A PPPoE dialup authentication
approach is an approach for authenticating through an
account and a password provided by an operator.

The PPPoE is a network tunneling protocol that encapsu-
lates the Point-to-Point Protocol (PPP) into an Ethernet
framework. Since the PPP is integrated into the PPPoFE, it can
implement functions that can’t be provided by a traditional
Ethernet such as identity authentication, encryption, com-
pression and the like, and also applies to protocol systems
providing subscribers with access services by using an Eth-
ernet protocol, such as a cable modem, Digital Subscriber
Line (DSL) and the like. Such a standard connection having a
login and command also facilitates accounting by an access
provider.

For charges and profit model considerations, operators a
new generation of home gateway product, i.e., ADSL access
box, also referred to as ADSL Modem. Such a device has
functionality of a WiFi access point, but a mobile terminal
using the device can’t work, due to its bridging mode, through
being authenticated only once, which is the case for ordinary
routing devices. However devices accessing the Internet
through ADSL access boxes are required to be authenticated
separately. Existing mobile terminals generally haven’t
PPPoE dialup functionality, which brings inconvenience for
the mobile terminals to access the Internet through a PPPoE
approach. In addition, PPPoE error codes specified in the
protocol are not abundant enough, and not friendly enough
for operators and users of mobile terminals, while most major
operators also have a set of error codes defined by themselves,
thus an error code conversion needs to be performed and a
method and system for managing error codes are desired
accordingly.

SUMMARY

Embodiments of the present disclosure are intended to
provide an error code to conversion method and system, a
PPPoE server and a mobile terminal so as to solve a problem
that it is desired to convert and manage an error code in the
prior art.

In order to solve the above problem, according to one
aspect, embodiments of the present disclosure provide an
error code conversion method, and the method includes:

a Point-to-Point Protocol over Ethernet (PPPoE) server
parses a PPPoE error code generated during a dialup process,
converts the PPPoE error code to an extended error code
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according to a PPPoE error code conversion rule table pre-
configured on the PPPoE server and transmits the extended
error code to a mobile terminal;

the mobile terminal receives the extended error code, inter-
prets the extended error code into a plain text according to a
PPPoE error code conversion rule table preconfigured on the
mobile terminal and displays the plain text to a user.

In an embodiment, the method may further include:

after updating the PPPoE error code conversion rule table
configured on the PPPoE server, the PPPoE server transmits
a synchronization update message to the mobile terminal;

the mobile terminal updates the PPPoE error code conver-
sion rule table configured on the mobile terminal according to
the synchronization update message.

In an embodiment, the dialup process may include:

completing human-machine interaction and collecting an
account and its corresponding password inputted by the user
performing PPPoE dialup;

managing various states of the PPPoE dialup process, trig-
gering a PPPoE protocol stack to operate and being in charge
of'processing and executing PPPoE dialup instructions trans-
mitted by the mobile terminal so as to complete management
of the various states of the PPPoE dialup process; and

implementing a WiFi connection, establishing a data link
and querying a network status in a PPPoE dialup process.

According to another aspect, embodiments of the present
disclosure further provide an error code conversion system
including a PPPoE server and a mobile terminal, wherein the
PPPoE server includes:

a parsing module configured to parse a PPPoE error code
generated during a dialup process;

a conversion module configured to convert the PPPoE error
code to an extended error code according to a PPPoE error
code conversion rule table preconfigured on the PPPoE
server;

a transmission module configured to transmit the extended
error code to the mobile terminal;

the mobile terminal comprises:

a reception module configured to receive the extended
error code;

an interpretation module configured to interpret the
extended error code into a plain text according to a PPPoE
error code conversion rule table preconfigured on the mobile
terminal; and

a display module configured to display the plain text to a
user.

In an embodiment, the PPPoE sever may further include:

an update synchronization module configured to, after
updating the PPPoE error code conversion rule table config-
ured on the PPPoE server, transmit a synchronization update
message to the mobile terminal;

the mobile terminal may further include:

an update module configured to update the PPPoE error
code conversion rule table configured on the mobile terminal
according to the synchronization update message.

In an embodiment, the mobile terminal may further
include:

a dialup access module configured to complete human-
machine interaction and collect an account and its corre-
sponding password inputted by the user performing PPPoE
dialup;

a state management module configured to manage various
states of the PPPoE dialup process, trigger a PPPoE protocol
stack to operate and be in charge of processing and executing
PPPoE dialup instructions transmitted by the mobile terminal
s0 as to complete management of the various states of the
PPPoE dialup process; and
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a network management module configured to implement a
WiFi connection, establish a data link and query a network
status during a PPPoE dialup process.

According to yet another aspect, embodiments of the
present disclosure further provide a PPPoE server including:

a parsing module configured to parse a PPPoE error code
generated during a dialup process;

aconversion module configured to convert the PPPoE error
code to an extended error code according to a PPPoE error
code conversion rule table preconfigured on the PPPoE
server; and

atransmission module configured to transmit the extended
error code to a mobile terminal.

In an embodiment, the PPPoE sever may further include:

an update synchronization module configured to, after
updating the PPPoE error code conversion rule table config-
ured on the PPPoE server, transmit a synchronization update
message to the mobile terminal.

According to still another aspect, embodiments of the
present disclosure further provide a mobile terminal includ-
ing:

areception module configured to receive an extended error
code;

an interpretation module configured to interpret the
extended error code into a plain text according to a PPPoE
error code conversion rule table preconfigured on the mobile
terminal; and

a display module configured to display the plain text to a
user.

In an embodiment, the mobile terminal may further
include:

an update module configured to update the PPPoE error
code conversion rule table configured on the mobile terminal
according to the synchronization update message.

In an embodiment, the mobile terminal may further
include:

a dialup access module configured to complete human-
machine interaction and collect an account and its corre-
sponding password inputted by the user performing PPPoE
dialup;

a state management module configured to manage various
states of the PPPoE dialup process, trigger a PPPoE protocol
stack to operate and be in charge of processing and executing
PPPoE dialup instructions transmitted by the mobile terminal
so as to complete management of the various states of the
PPPoE dialup process; and

a network management module configured to implement a
WiFi connection, establish a data link and query a network
status during a PPPoE dialup process.

Beneficial effects of embodiments the present disclosure
are as follows:

Embodiments ofthe present disclosure design a method for
managing error codes aiming at a PPPoE dialup functionality
built in a mobile terminal, which improves capability of a
PPPoE server and a terminal for processing errors, thus mak-
ing it convenient for the mobile terminal and an operator to
control a PPPoE dialup process and for a user to surf the
Internet through WiFi by rapidly using PPPoE dialup func-
tionality.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a flow chart of an error code conversion method
according to an embodiment of the present disclosure;

FIG. 2 is a schematic structural diagram of an error code
conversion system according to an embodiment of the present
disclosure; and
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FIG. 3 is a schematic structural diagram of an error code
conversion system according to another embodiment of the
present disclosure.

DETAILED DESCRIPTION

The present disclosure will be further elaborated below in
combination with accompanying drawings and embodi-
ments. It should be understood that the specific embodiments
are only used to interpret the present disclosure instead of
limiting the present disclosure.

If an error occurs during a network connection approach, a
PPPoE server will return an error code to a mobile terminal,
and then the mobile terminal will process the returned error
code. However, as the variation and upgrade of network envi-
ronments, newly-generated error codes can’t be updated in
time, what can be done is only software upgrade performed
respectively on a server side (PPPoE server) and on a client
side (mobile terminal), and this also results in consumption of
manpower and material resources. Embodiments of the
present disclosure are intended to provide an error code con-
version and management method so as to solve above prob-
lems.

As shown in FIG. 1, embodiments of the present disclosure
relate to an error code conversion method, and the method
includes:

Step S101, a PPPoE server parses a PPPoE error code
generated during a dialup process, converts the PPPoE error
code to an extended error code according to a PPPoE error
code conversion rule table preconfigured on the PPPoE server
and transmits the extended error code to a mobile terminal;

Before this step, a error relationship correspondence rule
table, namely a PPPoE error code conversion rule table, needs
to be maintained in advance in the PPPoE server and the
client, and an error code fed back from a network can be
retrieved in the PPPoE error code conversion rule table.

The extended error code refers to an error code converted
by the PPPoE conversion.

The PPPoE error code conversion rule table includes a
pre-configured conversion rule including: one PPPoE error
code is converted to one extended error code (one-to-one for
short), one PPPoE error code is converted to many extended
error codes (one-to-many for short), many PPPoE error codes
are converted to one extended error code (many-to-one for
short) and other cases. For example, a standard PPPoE error
code 691 represents an authentication failure, if the conver-
sion rule is set to one-to-one, after conversion processing the
PPPoE error code 691 will be converted into the form of
100011 for the use of a server or mobile terminal. If the
conversion rule is set to one-to-many, for example an error
code defined by a server (1000, link failure) may include
different sub error codes corresponding to different specific
causes as follows: 100022 (password error), 100033 (pass-
word overdue), 100044 (server busy), 100055 (invalid
account), 100066 (account lockout) and the like, converted
error codes are error codes that can be recognized by multiple
servers and mobile terminals. As to the conversion rule being
many-to-one, one example may be that, during a PPPoE
dialup process, error codes for indicating network conditions,
a port mapping error and a data link anomaly are defined
unifiedly as a network connection error and converted into
one extended error code for being fed back to a mobile ter-
minal. Herein an extended error code after the conversion is
an error code that can be recognized by a PPPoE server and a
mobile terminal.

After the PPPoE error code conversion rule table is set,
when an error code is generated during a dialup process, a
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PPPoE server parses the PPPoE error code generated during
the dialup process, then retrieves the error code in the PPPoE
error code conversion rule table, converts the PPPoE error
code into a corresponding extended error code and transmits
the extended error code to a mobile terminal.

Step S102, the mobile terminal receives the extended error
code, interprets the extended error code into a plain text
according to a PPPoE error code conversion rule table pre-
configured on the mobile terminal and displays the plain text
1o a user.

In this step, the PPPoE error code conversion rule table is
set in advance on the mobile terminal, after receiving an
extended error code, the mobile terminal implements conver-
sion processing according to a conversion rule in the PPPoE
error code conversion rule table, it can interpret a PPPoE
standard digital error code into specific plain text, that is to
say, convert the error code into information that can be under-
stood by a user of the mobile terminal, such as in the format
of text, number, character string, image, voice and network
linkage for user convenience.

In addition, in the above method after updating the PPPoE
error code conversion rule table configured on the PPPoE
server, the PPPoE server transmits a synchronization update
message to the mobile terminal. The updating by the PPPoE
server the PPPoE error code conversion rule table includes
adding, deleting error codes and modifying existing error
codes.

According to a synchronization update message, the
mobile terminal updates the PPPoE error code conversion
rule table configured on the mobile terminal so that the PPPoE
error code conversion rule table stored in itself is the same as
a PPPoE error code conversion rule table configured on the
PPPoE server.

In addition, when a mobile terminal performs a PPPoE
dialup, below steps are further included:

1) Dialup Access: in charge of implementing a human-
machine interaction and collecting an account and a password
inputted by the user performing PPPoE dialup;

2) State Management: managing various states of the
PPPoE dialup process, triggering a PPPoE protocol stack to
operate and being in charge of processing and executing
PPPoE dialup instructions transmitted by the mobile terminal
so as to complete management of the various states of the
PPPoE dialup process;

3) Error Processing: processing various anomalies occur-
ring during the dialup and providing a user with a friendly
prompt and explanation. For detailed description of this step,
refer to steps S101 and S102 in the above method.

4) a network management module is in charge of basic
functions such as implementing a WiFi connection, establish-
ing a data link and querying a network status during a PPPoE
dialup process.

In addition, as shown in FIGS. 2 and 3, embodiments ofthe
present disclosure further relate to an error code conversion
system including a PPPoE server 201 and a mobile terminal
202, wherein the PPPoE server 201 includes:

a parsing module 2011 configured to parse a PPPoE error
code generated during a dialup process;

aconversion module 2012 configured to convert the PPPoE
error code to an extended error code according to a PPPoE
error code conversion rule table preconfigured on the PPPoE
server; and

a transmission module 2013 configured to transmit the
extended error code to a mobile terminal;

the mobile terminal 202 includes:

areception module 2021 configured to receive an extended
error code;
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an interpretation module 2022 configured to interpret the
extended error code into a plain text according to a PPPoE
error code conversion rule table preconfigured on the mobile
terminal; and

a display module 2023 configured to display the plain text
to a user.

To achieve better technical effects, the PPPoE server 201
further includes:

an update synchronization module 2014 configured to,
after updating the PPPoE error code conversion rule table
configured on the PPPoE server, transmit a synchronization
update message to the mobile terminal;

the mobile terminal 202 further includes:

an update module 2024 configured to update the PPPoE
error code conversion rule table configured on the mobile
terminal according to the synchronization update message.

The mobile terminal 202 further includes:

a dialup access module 2025 configured to complete a
human-machine interaction and collect an account and a
password inputted by the user performing PPPoE dialup;

a state management module 2026 configured to manage
various states of the PPPoE dialup process, trigger a PPPoE
protocol stack to operate and be in charge of to processing and
executing PPPoE dialup instructions transmitted by the
mobile terminal so as to complete management of the various
states of the PPPoE dialup process; and

a network management module 2027 configured to imple-
ment a WiFi connection, establish a data link and query a
network status during a PPPoE dialup process.

It can be seen from above embodiments that embodiments
of'the present disclosure design a method for managing error
codes aiming at a PPPoFE dialup functionality built in amobile
terminal, which improves capability of a PPPoE server and a
terminal for processing errors, thus making it convenient for
the mobile terminal and an operator to control a PPPoE dialup
process and for a user to surf the Internet through WiFi by
rapidly using PPPoE dialup functionality.

Although preferred embodiments of the present disclosure
are disclosed for purpose of illustration, it should be appre-
ciated by those skilled in the art that various modifications,
additions and substitutions are possible, thus the scope of the
present disclosure should not be limited to the above embodi-
ments.

The invention claimed is:

1. An error code conversion method, comprising:

parsing, by a Point-to-Point Protocol over Ethernet (PP-
PoE) server, a PPPoE error code generated during a
dialup process, converting the PPPoE error code to an
extended error code according to a PPPoE error code
conversion rule table preconfigured on the PPPoE server
and transmitting the extended error code to a mobile
terminal;

receiving, by the mobile terminal, the extended error code,
interpreting the extended error code into a plain text
according to a PPPoE error code conversion rule table
preconfigured on the mobile terminal and displaying the
plain text to a user.

2. The error code conversion method according to claim 1,

further comprising:

after updating the PPPoE error code conversion rule table
configured on the PPPoE server, transmitting, by the
PPPoE server, a synchronization update message to the
mobile terminal;

updating, by the mobile terminal, the PPPoE error code
conversion rule table configured on the mobile terminal
according to the synchronization update message.
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3. The error code conversion method according to claim 2,
wherein the dialup process comprises:

completing a human-machine interaction and collecting an
account and a password inputted by the user performing
PPPoE dialup;

managing various states of the PPPoE dialup process, trig-
gering a PPPoE protocol stack to operate and being in
charge of processing and executing PPPoE dialup
instructions transmitted by the mobile terminal so as to

complete management of the various states of the PPPoE 10

dialup process; and

implementing a WiFi connection, establishing a data link
and querying a network status during the PPPoE dialup
process.

4. The error code conversion method according to claim 1,

wherein the dialup process comprises:

completing a human-machine interaction and collecting an
account and a password inputted by the user performing
PPPoE dialup;

managing various states of the PPPoE dialup process, trig-
gering a PPPoE protocol stack to operate and being in
charge of processing and executing PPPoE dialup
instructions transmitted by the mobile terminal so as to
complete management of the various states of the PPPoE
dialup process; and

implementing a WiFi connection, establishing a data link
and querying a network status during the PPPoE dialup
process .

5. An error code conversion system, comprising a Point-
to-Point Protocol over Ethernet (PPPoE) server and a mobile
terminal, wherein the PPPoE server comprises:

a parsing module configured to parse a PPPoE error code

generated during a dialup process;

aconversion module configured to convert the PPPoE error
code to an extended error code according to a PPPoE
error code conversion rule table preconfigured on the
PPPoE server;

atransmission module configured to transmit the extended
error code to the mobile terminal;

the mobile terminal comprises:

a reception module configured to receive the extended
error code;

an interpretation module configured to interpret the
extended error code into a plain text according to a
PPPoE error code conversion rule table preconfigured
on the mobile terminal; and

a display module configured to display the plain text to a
user.

6. The error code conversion system according to claim 5,

wherein the PPPoE server further comprises:

an update synchronization module configured to, after
updating the PPPoE error code conversion rule table
configured on the PPPoE server, transmit a synchroni-
zation update message to the mobile terminal;

the mobile terminal further comprises:

an update module configured to update the PPPoE error
code conversion rule table configured on the mobile
terminal according to the synchronization update mes-
sage.

7. The error code conversion system according to claim 6,

wherein the mobile terminal further comprises:

a dialup access module configured to complete a human-
machine interaction and collect an account and a pass-
word inputted by the user performing PPPoE dialup;

a state management module configured to manage various
states of the PPPoE dialup process, trigger a PPPoE
protocol stack to operate and be in charge of processing

15

20

30

35

40

45

50

60

8

and executing PPPoE dialup instructions transmitted by
the mobile terminal so as to complete management of
the various states of the PPPoE dialup process; and

a network management module configured to implement a
WiFi connection, establish a data link and query a net-
work status during the PPPoE dialup process.

8. The error code conversion system according to claim 5,

wherein the mobile terminal further comprises:

a dialup access module configured to complete a human-
machine interaction and collect an account and a pass-
word inputted by the user performing PPPoE dialup;

a state management module configured to manage various
states of the PPPoE dialup process, trigger a PPPoE
protocol stack to operate and be in charge of processing
and executing PPPoE dialup instructions transmitted by
the mobile terminal so as to complete management of
the various states of the PPPoE dialup process; and

a network management module configured to implement a
WiFi connection, establish a data link and query a net-
work status during the PPPoE dialup process.

9. A a Point-to-Point Protocol over Ethernet (PPPoE)

server, comprising:

a parsing module configured to parse a PPPoE error code
generated during a dialup process;

a conversion module configured to convert the PPPoE error
code to an extended error code according to a PPPoE
error code conversion rule table preconfigured on the
PPPoE server; and

a transmission module configured to transmit the extended
error code to a mobile terminal.

10. The PPPoE server according to claim 9, further com-

prising:

an update synchronization module configured to, after
updating the PPPoE error code conversion rule table
configured on the PPPoE server, transmit a synchroni-
zation update message to the mobile terminal.

11. A mobile terminal, comprising:

a reception module configured to receive an extended error
code;

an interpretation module configured to interpret the
extended error code into a plain text according to a
Point-to-Point Protocol over Ethernet (PPPoE) error
code conversion rule table preconfigured on the mobile
terminal; and

a display module configured to display the plain text to a
user.

12. The mobile terminal according to claim 11, further

comprising:

an update module configured to update the PPPoE error
code conversion rule table configured on the mobile
terminal according to a synchronization update mes-
sage.

13. The mobile terminal according to claim 12, further

comprising:

a dialup access module configured to complete a human-
machine interaction and collect an account and a pass-
word inputted by the user performing PPPoE dialup;

a state management module configured to manage various
states of the PPPoE dialup process, trigger a PPPoE
protocol stack to operate and be in charge of processing
and executing PPPoE dialup instructions transmitted by
the mobile terminal so as to complete management of
the various states of the PPPoE dialup process; and

a network management module configured to implement a
WiFi connection, establish a data link and query a net-
work status during the PPPoE dialup process.
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14. The mobile terminal according to claim 11, further

comprising:

a dialup access module configured to complete a human-
machine interaction and collect an account and a pass-
word inputted by the user performing PPPoE dialup; 5

a state management module configured to manage various
states of the PPPoE dialup process, trigger a PPPoE
protocol stack to operate and be in charge of processing
and executing PPPoE dialup instructions transmitted by
the mobile terminal so as to complete management of 10
the various states of the PPPoE dialup process; and

a network management module configured to implement a
WiFi connection, establish a data link and query a net-
work status during the PPPoE dialup process.
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